
b o LOkt4X
EXPLORATIO

COMPANY &

August 2, 1983

Minerals Management Service
1745 West 1700 South
Room 2000
Salt Lake City, Utah 84104

Brennan Federal #13-10
SW/SWSection 10, T7S, R21E
Uintah County, Utah

Gentlemen:

Enclosed is the APD/NTL-6 for the subject well. I have enclosed an
additional copy of the APD/NTL-6 so that you can forward a copy of the
approval to drill to Lomax's Roosevelt office at 248 North Union,
Roosevelt, Utah 84066.

Please advise if you need additional information.

Very truly yours,

Michele Tisdel
Sec. Drilling & Production

MT
Enc1 tures (4)

cc: State of Utah
Division of Oil and Gas
4241 State Office Building
Salt Lake City, Utah 84114

Minerals Management Service
Mr. Greg Darlington
170 South 500 East
Vernal, Utah 84078

333 North Belt East•Suite 880 District Office:

I Houston, Texas 77090 248 North Union
(713) 931-9276 Roosevelt, Utah 84066
Mailing Address· Mailing Address.
P.O. Box 4503 P.O. Box 1446
Houston, Texas 77210-4503 Roosevelt, Utah
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fay Him) (Other instructions ori

lludget Bureau No. 42-R1425.

UN ITED STATES reverse s:<1e>

DEPARTMENT OF THE INTERIOR O. IÆASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-34357

APPLICATION FOR PERMIT TO DRILL,DEEPEN,OR PLUG BACK O.IFINDIAN,ALLOTTEEORTRIBENAME

18. TYPE OF WoltK

DRILL G DEEPEN PLUG BACK O Î. UNIT AGREEMENT NAME

b. TYPE OF WEL

C ',^LO
esos, "<'a'" O ' ""-" O TFARM OR LEASE NAM

2. NAME OF Ol'ER.\ Ole
¯¯ Brennan Federal

Lomax Exploration Company Û. WELL NO.

3. ADDRESS OF OPERATuit

P.0. Box 4503, Houston, TX 77210 1Û. FLELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) : Undesignated
a s""" " 658' FWL & 673' FSL SW/SW 11. SEC., T., R., M., OR BLK.

AND SURVEY OR AREA

At proposed prod. zone
Section 10, T7S, R21E

14. DISTANCE IN 3IILES AND DIRECTION FRO31 NEAREST TOWN Oil POST OFFICE* 12. COUNTY OR PARISH 13. STATE

16 miles South of Vernal, Utah ' Uintah Utah
13. DISTANCE FROM PROPOSED* 16. No. OF ACRES IN LEASE 17. NO. (F ACRES ASSIGNED

LOCATION TO NEAREST TO T IIS WELL
PROPERTY OR LE.4SE LINE, FT.
(Also to nearest drlg. unit line, if an.v 658 1720.00 40

18. DISTANCE FRO\t PROPOSED LOCATION* 19. PROPOSED DEPTH 20. HOTARY Olt CABLE TOOLS

TO NC.inEST WEI,L, DRILLING. On3tPLETED,

OH APPLIED FOR, ON THIS LEASE, FT· N/A 7200' Rotary
21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

4826' GR September 15, 1983
PROPOSED CASING AND CEMENTING PILOGIIAM

SIZE OF HOLE SIZE OF CASING WE10HT PER FOOT SET£ING DEPTII QUANTITY OF CEMENT

12 1/4 R 5/R 24 300 To Surfare
7 7/8 5 1/2 11 JIL____ __ As Requireri

/ .

IN AnovE sracE nesen n/ rnor En runan.ut If ro sul i. to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is t drill r Aleepen di eti ally, jve pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, any.

s,asso .L. Pruitt V.P. Drilling & Production »Axe Allgitet 2 383
(This space fo I ederal or State 011100 use)

PERMIT NU _ _ ___ __ .tPPROVAI. BATE

APPROVED BY ____ __ __.___ TITI DATE

CONDITIONN OF Al'l'HuitL, IF
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LOMAX EXPLORATION CO.T7S R 2/ E SLB.8M Well location, BRENNAN EED.
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the SW 1/4 SW \/4 Section 10, T7S,
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O O
TEN POINT WELLPROGRAM

LOMAXEXPLORATIONCOMPANY
Brennan Federal #13-10
SW/SWSection 10, T7S, R21E
Uintah County, Utah

1. GEOLOGICSURFACEFORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATEDTOPS OF IMPORTANTGEOLOGICMARKERS:

Uinta Surface
Green Riven 3500-3600'
Wasatch 6800-6900'

3. ESTIMATEDDEPTHS OF ANTICIPATED WATER,OIL, GASOR MINERALS:

Uinta - Gas bearing sands anticipated 2000-3000'
Green River/Wasatch Transition - oil bearing sands anticipated 6500-7000'

4. PROPOSEDCASING PROGRAM:

8 5/8", J-55, 24#; set at 300'
5 1/2", 3-55, 17#; set at TD
All casing will be new

5. MINIMUMSPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specifications for pressure control equipment
are as follows:

A 10" Series 900 Hydril Bag type 80P and a 10" Double Ram Hydraulic
unit with a closing unit will be u i1ized. Pressure tests of B0P's to
1000= will be made prior to drilling surface plug and operation will
be checked daily. (See exhibit A)

6. TYPE AND CHARACTERISTICSOF THE PROPOSED CIRCULATION MUDS:

It is proposed that the hole be drilled with & KC1 water to the
Wasatch Zone



LOMAXEXPLORATIONCOMPA
Brennan Federal #13-10
SW/SWSection 10, T7S, R21E
Uintah County, Utah

7. AUXILIARY SAFETYEQUIPMENTTO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW
valve with dril.1 pipe threads.

8. TESTING, LOGGINGANDCORINGPROGRAMS:

No coring or drill stem testing has been scheduled for this well. The
logging will consist of a Dual Induction Laterolog and a Compensated
Neutron-Formation Density.

9. ANTICIPATED ABNORMALPRESSUREOR TEMPERATURE:

It is not anticipated that abnormal pressures or temperatures will be
encountered; nor that any other abnormal hazards such as H25 gas will
be encountered in this area.

10. ANTICIPATED STARTINGDATEANDDURATIONOF THE OPERATIONS:

It is anticipated that operations will commence approximately September 15,
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LOMAXEXPLORATION 00 .

13 Point Surface Use Plan

For

Well Location

Brennan Federal #13-10

Located In

Section 10, T7S, R21E, S.L.B. & M.

Uintah County,



LOMAXEXPLORATION CO
Brennan Fedèral #13-1
Section 10, T7S, R21E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach LOMAX EXPLORATION CO. well location site Brennan Federal
#13-10, located in the SV 1/4 SW 1/4 Section 10, T7s, R21E, S.L.B.& M.,
Uintah County, Utah:

Proceed Southerly out of Naples, Utah along the new Uintah County,
Bonanza Highway + 21.2 miles to its junction with an existing road to the
¥est; proceed in a Westerly direction along this road 21.9 miles to its
junction with the proposed access road (to be discussed in item #2).

The highway mentioned in the foregoing paragraph are bituminous
surfaced road to the point where the existing dirt road exists to the
West; thereafter the road is constructed with existing materials and
gravels. The highways are maintained by Utah State road crews. All other
roads are maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the
vacinity are constructed out of existing native materials that are
prevalent to the existing areas they are located in and range from clays
to a sandy-clay shale material.

The roads that are required for access during the drilling phase,
completion phase, and production phase of this well will be maintained at
the standards required by the B.L.M. or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing of road
surfaces and for snow removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned road leaves the existing road described in Item #1 in the
NE 1/4 NW 1/4 Section 16, T7S, R21E, S.L.B.& M., and proceeds in a
Northeasterly direction approximately 0.85 miles to the proposed location
site.

The proposed access road will be an 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to l slopes
and terraced.

There will be no culverts required along this access road, as it
crosses no drainage of any consequence.

Page



LOMAXEXPLORATION CO
Brennan Federal #13-lU

Section 10, T7S, R21E, S.L.B.& M.

There will be no turnouts required along this road.

There are no fences encountered along this proposed road. There will
be no new gates or cattleguards required.

The lands involved in this action are under B.L.M. jurisdiction. The
Minerals are under Federal control.

The terrain that is traversed by this road is relatively flat. The
.

grade of this road will not exceed 8¾.

3. LOCATION OF EXISTING WELLS

There are no known existing producing wells within a one mile radius.
However there is one abandoned wells within a one mile radius of this
location site. (See Topographic Map "B").

There are no known, water wells, injection wells, monitoring or
observations wells for other resources within a one mile radius.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

There are no existing LOMAXEXPLORATION 00. wells within a one mile
radius of this location site.

A tank battery site will be set at the proposed location site. This
battery will be used to contain production from this well. If in the
event this battery can not be improvised, a flowline will be built which
will extend to an existing line in the area.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman crews to construct and place the
proposed facilities. If there is any deviation from the above, all
appropriate agencies will be notified. Rehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet
the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "B".

At the present time, it is anticipated that the water for this well
will be hauled by truck over the existing roads and the proposed access
road approximately 3 miles from the Green River at the point in the SW 1/4
Section 17, T7S, R21E, S.L.B. & M.

In the event that this source is not used, an alternate source will be
used and all necessary arrangements will be made with the proper
authorities.
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' LOMAXEXPLORATION CO
Brennan Federal #13-
Section 10, T7S, R21E, S.L.B.& M.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site
and access road. No pit lining material from other sources are
anticipated at this time, but if they are required, the appropriate
actions will be taken to acquire them from private sources.

7. METHODSOF HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will vary in size and depth according to the water
table at the time of drilling.

One half of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time drilling activities are completed, it will be fenced
on the fourth side and allowed to dry completely prior to the time that
backfilling and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
requirements in Item #10 will be followed.

A portable chemical toilet will be provided for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The B.L.M. District Manager shall be notified before any construction
begins on the proposed location site.

Page



LOMAXEXPLORATION 00
Brennan Federal #13-
Section 10, T7S, R21E, S.L.B.& M.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See location layout sheet and Item #9). When
all drilling and production activities have been completed. the location
site and access road will be reshaped to the the original contour and
stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once restoration activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the
B.L.M. Representative when the moisture content of the soil is adequate
for germination. The Lessee further covenants and agrees that all of said

clean-up and restoration activities shall be done and performed in a
diligent and most workmanlike manner and in strict conformity with the
above mentioned Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A").

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The White River is located
approximately 1.5 miles to the west of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that are visible are of the Uinta
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger alluvial deposits from the Quaternary Period.

Page 4



'LOMAX EXPLORATION Cg
Brennan Federal #13-W
Section 10, T7S, R21E, S.L.B.& M.

Outcrops of sandstone ledges, conglomerate deposits and shale are
common in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil.

The majority of the numerous washes and draws in the area are of
non-perennial nature flowing during the early spring run-off and heavy
rain storms of long duration which are rare as the normal annual rainfall
in the area is only 8".

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area are
common of the semi-arid regions and consists of areas of sagebrush,
rabbitbrush some grasses and cacti as the primary flora. This is also
true of the lower elevations.

The fauna of the area is sparse and consists predominantly of the mule
deer, pronghorn antelope, coyotes, rabbits, and varieties of small ground
squirrels and other types of rodents. The area is used by man for the
primary purpose of grazing domestic sheep and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area - (See Topographic Map "B").

Brennan Federal #13-10 is located approximately 1.5 miles East of the
Green River on a relatively flat bench area.

The terrain in the vicinity of the location slopes from the Northwest
through the location site to the Southeast at approximately 0.5§ grade.

The vegetation in the immediate area surrounding the location site
consists of sparce amounts of sagebrush and grasses, with cedar and
mahogany trees.

There are no occupied dwellings or other facilities of this nature in
the general area.

There are no visible archeological, historical or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B").

11. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Jack Pruitt
LOMAX EXPLORATION
333 North Belt East, Ste. 880
Houston, TX 77060

1-713-931-9276

Page



LOMAXEXPLORATION CO.
Brennan Federal #13-10
Section 10, T7S, R21E, S.L.B.& M.

13. CERTIFICATION

I hereby certify that I. or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in
this plan are to the best of my knowlodge true and correct; and that the
work associated with the operation proposed herein will be performed by
LOMAXEXPLORATION and its contractors and sub-contractors in conformity
with this plan and the terms and conditions under which it is approved.

Page
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August 10, 1983

Lomax Exploration Company
P. O. Box 4503
Heatton, Texas 77210

RE: Well No. Brennan Federal 13-10
SWSWSec. 10, T. 78, R. 21E
658' FWL, 673' FSL
Uintah County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred to oil
well is hereby granted in accordance with Rule C-3(b), General Rules and Regulations
and Rules of Practice and Procedure. Prior to spudding, a copy of the Utah Division
of Water Rights (801-533-6071) approval for use or purchase of drilling water must
be submitted to this office, otherwise this approval is void.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

RONALDJ. PIRTH - Chief Petroleum Engineer
Office: 533-5771
Home: 571-6068

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-047-31367.

Sincerely,

Chief Petroleum Engineer

RJF/as
ec: Branch of Fluid Minerals
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United States Department of the Interior
BUREAU OFLAND MANAGEMENT

VERNALDISTRICTOFFICE
170South500East

IN REPLY Vernal, Utah 84078
REFERTO:

T & R
U-802

September 30, 1983

CONDITIONSOF APPROVALOF PROJECTS

Re: Lomax Exploration Company
Well #13-10, Sec. 10, T7S, R21E
Uintah County, Utah

1. Construction and maintenance of roads, rehabilitation of disturbed
areas, and construction of pipeline routes shall be in accordance
with the surface use standards as set forth in the booklet, "Surface
Operating Standards for Oil and Gas Exploration".

2. Traveling off access road rights-of-way will not be allowed.. The
maximum width of access roads (both existing and planned) will be
30 feet total disturbed area. Roads will be crowned and properly
maintained. Turnouts will not be required. Bar ditches will be
installed where necessary.

3. Burn pits will not be constructed. There will be no burning or
burying of trash or garbage at the well sites. Refuse must be
contained in trash cages and hauled to an approved disposal site.

4. A wire mesh or net type of fence, topped with at least one strand
of barbed wire, will be used around the reserve pits.

5. The BLMwill be contacted at least 24 hours prior to any rehabili-
tation activities. The operator may be informed of any additional
needed seeding requirements.

6. The location will be rotated 180° from APD layout program to place
the pits away from an existing drainage.

7. The top 6-8 inches of topsoil would be placed in the southwest
corner and at the east side of the pad (near the new locations of
stakes 2 and 7 following the 180° rotation).

8. All permanent (on location for six (6) months duration or longer)
structures constructed or installed, including the pumpjack and
covering over tank insulation, shall be painted a flat,



(Iþ (Iþ
Page 2

tive, earth tone color to match Tnemec 23-08351 Mesa Brown Endura-
tone or an approved equal. All facilities shall be painted within
six (6) months of when the production facilities are put in place.
Facilities that are required to comply with 0.S.H.A. (Occupational
Safety and Health Act) standards are excluded.

9. Adequate and sufficient eTectric/radioactive logs will be run to
locate and identify the prime oil shale horizons in the Green River
formation. Casing and cementing programs will be adjusted to
eliminate any potential influence of the well bore or productive
hydrocarbon zones on the oil shale. Surface casing program may
require adjustment for protection of fresh water



O O

DIVISIONOFOIL,GASANDMINING

SPUDDINGINFORMATION

!WEOFCOMPANY: LOMAXEXPLORATION COMPANY

WELLNAME:Brennan Fed. 13-10

SECTIONSWSW 10 TOWNSHIP 78 RANGE21E COUNTY Uintah

DRILLINGCONTRACTORTwT

RIG# 56

SPUDDED:DATE 10-18-83

TIME 9:45 PM

ÑOW Rotary

DRILLING WILLCOMMENCE

REPORTEDBY Michelle

TELEPHONEg 713-931-9276

DATE 10-19-83 SIGNED



LOMAX
EXPLORATIOtL

COMPAN

DIVISIONOF
GAS&MI Rer 19, 1983

Chief, Branch of Fluid Minerals,
Utah State Office, B.L.M.
136 East South Temple
Salt Lake City, Utah 84111

Brennan Federal #13-10
SW/SWSection 10, T7S, R21E
Uintah County, Utah

Gentlemen:

Enclosed is a Sundry Notice to report spud notification on the subject
well.

Please advise if you need additional information.

Very truly yours,

Michele Tisdel
Sec., V.P. Drilling & Production

MT
Enclopures (3)

cc: State of Utah
Division of Oil and Gas
4241 State Office Building
Salt Lake City, Utah 84114

333 North Belt East • Suite 880 • Houston, Texas 77060 • 713/931-9276
MaHing Address: P.O. Box 4503 • Houston, Texas 77210-4503

District Office• 248 North Union • Roosevelt, Utah 84066
Maißng Address: P.O. Box 1446 . Roosevelt, Utah



Form 9-331
Form Approved.Dec. 1973
Budget Bureau No. 42-R1424UNITED STATES 5. LEASE

DEPARTMENTOF THE INTERIOR U-34357
GEOLOGICALSURVEY 6. IF INDIAN,ALLOTTEE ORTRIBE NAME

SUNDRY NOTICESAND REPORTSON WELLS 7. UNITAGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a differentreservoir. Use Form 9-331-C for such proposáls.)

8. FARM OR LEASENAME
Brennan Federal1. gae

other 9. WELL NO.
2. NAME OF OPERATOR 13-10

Lomax Exploration Company 10. FIELOORWILDCATNAME3. ADDRESS OF OPERATOR UndesignatedP.O. Box 4503, Houston, TX T7210 11. SEC., T., R., M., OR BLK.AND SURVEY OR4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Section 10, T7S, R21EAT SURFACE: 658' FWL& 673' FSL SW/SW 12. COUNTYORPARISH 13. STATEAT TOP PROO. INTERVAL: Uintah UtahAT TOTAL DEPTH:

14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31367

REPORT, OR OTHER DATA
15. ELEVATIONS (SHOW DF, KDB, AND WD)

. 4826' GRREQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SH£)OT OR ACIDIZE
REWÀIR WELL

(NOTE: Report results of multiple completion or zonePULL OR ALTER CASING change on Form 9-330.)MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) SPUD NOTIF ATION

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work, if well is directionally driHed, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

10/17/83 Drill 13" surface hole w/dry hole digger to 300'. Ran 7 jts
.8 5/8" 24# casing & landed at 280'GL. Cemented with 210 sx -class "G" + 2% CaCl + 1/4#/sx flocele. Bumped plug - floatheld.

10/18/83 Spud with TWTRig #56 at 9:45 P.M.

Subsurface Safe Valv : anu. and ype - Set @ Ft.
18. I hereby rti at ef ue and correct

SIGNED G.L. PruittTITLE *P, ÛEÌge DATE

(This space for Federal or State office use)

APPROVED BY TITLE DATECONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



Form 9-380
(Rev. W) , , , SUBMIT IN DUPLI 1* Form approved.

DEPARTM i OF TH E INTER IOR (r
d 5. LEASE

DEBudgNeAT DNo.42-R355N

GEOLOGICAL SURVEY U-34357

WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG * Ô. IF INDIAN, ALLOTTES OR TRIBE NAME

la. TYPE OF WELL: oxL GAs
WELL WELL DET Other 7. UNIT AOBEEMENT NAME

b. TYPE OF COMPLETION:

'EL
OTORRK EEP O MO I'I.'va.OOther P & A s. FARM OR LEASE NAME

2. Nixa or OrsRATOR Brennan Federal
Lomax Exploration Company 9. WELL NO.

8. ADDRESS OF OPERATOR 13-10
P.O. Box 4503, Houston, TX 77210 io. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report locatiof& Clearly and in GCoordance toith any State requirefnenta)* Undes i gnated
at .urra** 658 ' FWL& 673' FSL SW/SW · ||,c.'a'AR., M., OR BLOCK AND SURVEY

At top prod, interval reported below

At total depth Section 10, T7S, R21E
14. PERMIT NO. DATE ISSCED 12. COUNTY OR 13. STATE

43-047-31367 8/10/83 UŸn¾h Utah
15. DATE SPUDDED 16. DATE T.D. REACHED 1Î. DATE COMPL. (Ready $0 pf04.) 18. ELEVATIONS (DF, REB, RT, OR, ETC.)* 19. ELEV. CASINGREAD

10/18/83 I 11/7/83 P, & A 4826' GR 4826
2Ô. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANT* DRILLED BY

7197' P & A I XXX \
24. PRODUCING INTERVAL(8), OF TEIS COMPLETION-TOP, BOTTON, NAME (MD AKD TVD)* 25. WAs DIRECTroNAL

SURVEY MADE

P & A NO
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

()\.L, CDL-CNL NO
28. . CASING RECORD (Report all a¢ringe set in toen)

CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIEE CEMENTING RECORD AMOUNT PULLED

8 5/8 24 280 13 210 sx cl "G" + 2% CaCl
+ 1/4#/sx flocele.

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH BET (MD) PACKER SET (MD)

1. PERFORATION RECORD (In‡erval, aire and number) 82. ACID, SHOT, FRACTURIÑgËÑ U D.

DEPTK INTERVAL (MD) AN T AND KIND OF M ED

38.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METIfOD (Fl0toing, 988 lift, pumping-Bize and type Of p¾¾p) ELL STATUs (Producing or

shut-in)

. N/A Plugged & A>andoned P & A V
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBL. GAS--MCF. WATER-BBL. GAS-OIL RATIO .

TEST PERIOD

FLOW. TURING PRESS. CASING PRESSURE CALCULATED OIL--BBL. GAS-MCF. WATER-BBL. OIL GRAVITY-API (CORE.)
24-HOUB RATE

84. DISPOSITION OF GAS (ÑOld, NB0d for fuel, 96nfed, €¢0.) TEST ITNESSED BT

35. LIST OF ATTACEMENTS

36. I hereby cert at oregoing ttached information is complete and correct as determined from all available records

SIGNED G.L. PruittTITLE V.P. Dri Ì Ï ing & ŸrOduction 11/9/83
*(SeeInstructionsand Spacesfor Additional Data on Reverse



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-34357

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBENAME

SUNDRY NOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

¯¯¡i

gas Brennan Federal
well well other Ûry 9. WELL NO.

2. NAME OF OPERATOR 13-1Q
Lomax Exploration Company 10. FIELDORWILDCATNAME

3. ADDRESS OF OPERATOR Undesignated
P.O. Box 4503, Houston, TX 77210 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Section 10, T7S, R21E
AT SURFACE: 658' FWL& 673' FSL SW/SW 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Uintah I Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE'NATURE OF NOTICE, 43-047-31367
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TESTíWATER SHUT-OFF
FRACTÛNE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9--330.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state-all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Set cement plugs

WELLPLUGGEDAND_B NDO

Subsurface S Valve: M nu. and Type St @ Ft.

18. I here ce that tegoing is true and correct

SIGNED G.L. PruittilTLE Ÿ·Ÿ· ÜTÏ9. & Ÿf0dÐATE

(This space for Federal or State office use)

ND
TIEDNS

OF APPROVAL, IF ANY:
TITLE

OF UTAH DIVISION F
01L, GAS, AND MN

DATE' II
*See Instructions on Reverse



Immu0B&GæCorquy
LomaxExploradon Company

Lomax December 17, 1984

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Re: Brennan Federal #13-10
Sec. 10, T7S, R21E
Uintah County, Utah
U-34357

Gentlemen;

Reclamation on this location was completed on November 2, 1984
and was reseeded with a seed mixture recommended by your office.
Enclosed you will find seed mixtures and amounts. A harrow was used
to rake seeds into soil. The road was ripped up and scarified. The
dry hole marker is in place.

Sincerely,

Gary Richardson
Engineering Assistant
Drilling & Production

Enclosures (7)

GR/cc

cc: State of Utah
Division of Oil, Gas & Mining
355 W. North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

WestPole Lme Ro:n! RO Box 114Œ Roosevelt Utah 84066 (80El 722



./3-10

SEEDS

.
enus stipa

es viridula

Ommon Name Green
needle grass E

at Number STVI 1977
Origin SD
Elevation Ë g
fure seed 98.67 9
Oermination 92 1
tiard Seed N one Ë © $ !
Total Oerm & Mard Ë SE
Other Crop .68

lnert Matter . 26 e
Weed Seed .39 eg
Noxious Weed Seed None & ¶
Tested 6-84
let Weight 9 214pounds

liativePlantyInc.
1697 West 2100 North
Lehi, Utah 84048
801) 531-1456 SLC phone
801) 768-4422 Lehi



Oenus Agro yron
Species smit 11
Common Name

Western wheatgrass
Lot Number AGSM-2621

origin NT 15
Elevation
Pure Seed 85.51%
Oermination 78
tiard Seed g 6
Total Germ & Hard 2 E
Other Crop 8 .84%

inert Matter 5.52% en i
Weed Seed .13% S
Noxious Weed Seed None en
Tested 3-84
liet Weight 9 ,M pounds

TiativePlantyInc.
1697 West 2100 North
Lehi, Utah 84048
(801) 531-1456 SLC phone M
(801) 768-4422 Lehi phone



SEEDS

oenus Elymus
junceus a |

Common Name u¶
Russian wildrye i

Lot Number ELJU-2631 Ë¾
Origin Canada SE
Elevation
Pure Seed 98 .98% li yGermination 92 ¶ -

Nard Seed g 6
Total Oerm & Hard 32
Other CroP 0
Inert Matter 1.02
Weed Seed 0
Noxious Weed Seed None
Tested 1-84
Net Weight i M pounds

NativePlantyInc.
1697 West 2100 North
Lehi, Utah 8‡043
(801) 531-1456 SLC phone
(801) 768-4422 Lehi phone



SEEDS

Illus Atriplex
pecies canescens
ggrnon Name . "O

Fourwing saltbush g $ 8.LotNumber ATCA-3066 âË'Sorigin UT & co ° SB
12mation 5000'-7000'
Pyre Seed 97.92%
Oermination 68%fill
Hard Seed
Total Oerm at Hard
Other CroP 0
inert Matter 2.08 e
Weed Seed 0
Noxious Weed Seed None
Tested 3.g4

6 pounds

NativePlantyInc.
1697 West 2100 North
Lehi. Utah 84048
(801) 531-1456 St.C phone
(801) 168-4422 Lehi phone

&



SEEDS

Ce

'iiiSe
Genus Oryzopsis g,gg
Species hymenoides o 5 g
Common Name .Ëe 6

E' '
Neapar indian ricegrass oog

Lot Number ORHY-2377 o
Origin Nampa, ID $ ¶
Elevation Ë © a
Pure Seed 97.97% 2 °

Oermination 97 Eg °

Ward Seed Ë g i
Total Oerm er Hard
Other CroP 0
Inert Matter 2.0 e
Weed Seed .03

Noxious Weed Seed None
Tested 9-83
Net Weight 24 pounds

NativePlantyInc.
1697 West 2100 Nonh
Lehi, Utah 84043
(801) 531-1456 SLC phone
(801) 768-4422 Lehi phone



Agropyron
desertorumCalgmon Name ' Nordan '

ENordan crested wheatgrass o 3 8.AGDE-21/e5 Ë '$orWu wr a yElegidon
Wheed 91.57% aon 96 i ¶ ËNan&&ed Ë g 6TotatOerm & Hard &pE
OllWWCrop 0 g -inetStatter 8.43% e OweetSeed

one
10-83
6 pounds

NativePlantyInc.
1697 West 2100 North
Exhi, Utah 84048
(801) 531-1456 SLC phone
(801) 168-4422 Lehi
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